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FIBERGLASS FABRIC 
 

Fiberglass in fabric form offers an excellent combination of properties from high 
strength to fire resistance.  Wide ranges of yarn sizes and weave patterns provide 
unlimited design potential, allowing the end user to choose the best combination of 
material performance, economics and product flexibility. 
 
COMMON FIBERGLASS FABRIC STYLES (other styles are available) 
 
  Style* Weave               Pick Count        Areal Weight Thickness 
                            (ends/in)              (oz/yd2)                 (inches) 
  
 104 Plain 60 x 50 0.58 .0012 
 108 Plain 60 x 47 1.43 .0025 
 120 Crowfoot 60 x 58 3.16 .0035 
 1522 Plain 24 x 22 3.67 .0048 
 1543 Crowfoot 49 x 30 8.60 .0080 
 1564 Plain 20 x 18 12.50 .0140 
 1581 8H Satin 57 x 54 8.90 .0080 
 1584 8H Satin 42 x 36 53.00 .0450 
 1597 Plain 30 x 30 38.50 .0440 
 3784 8H Satin 45 x 36 26.42 .0259 
 6781 8H Satin 57 x 54 8.90 .0090 
 7500 Plain 16 x 14 9.60 .0110 
 7587 Mock Leno 40 x 21 20.50 .0300 
 7781 8H Satin 57 x 54 8.95 .0090 
 
Most fabrics available in 38”, 50”, and 60” widths.  Custom widths are available upon 
request. 
 
Also Available:  “HYBRIDS” (Combinations of Glass, Graphite & Kevlar) 
  “UNI-DIRECTIONAL” 
  “MULTI-DIRECTIONAL” 
 


